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COMMUNICATION CONTROL DEVICE,
COMMUNICATION CONTROL METHOD,
AND TERMINAL DEVICE

TECHNICAL FIELD

The present disclosure relates to communication control
devices, communication control methods, and terminal
devices.

BACKGROUND ART

At present, radio communication systems which are com-
pliant with LTE (Long Term Evolution), which is a standard
developed by the Third Generation Partnership Project
(3GPP), have been introduced. Moreover, as a fourth gen-
eration standard for radio communication systems, ['TE-
Advanced is being studied. In radio communication systems
compliant with LTE or LTE-Advanced, frequency-division
duplex (FDD) or time-division duplex (TDD) may be
employed.

In radio communication systems compliant with LTE,
FDD is typically employed. TDD has several advantages
over FDD. For example, in FDD, it is necessary to provide
apair of an uplink frequency band and a downlink frequency
band, while, in TDD, it is necessary to provide a single
frequency band. Also, in FDD, the ratio of uplink commu-
nication resources and downlink communication resources
is fixed, while, in TDD, the ratio of uplink communication
resources and downlink communication resources is vari-
able. Specifically, in TDD, the ratio of uplink communica-
tion resources and downlink communication resources can
be changed by changing the link direction configuration of
each sub-frame in a radio frame. Because of such advan-
tages, it is expected that TDD will be increasingly employed
in radio communication systems compliant with LTE or
LTE-Advanced. Therefore, various techniques related to
LTE TDD have been proposed.

For example, Patent Literature 1 discloses a technique of
shifting the boundary between a downlink sub-frame and an
uplink sub-frame, and communicating with another Home
NodeB using a sub-frame between the boundaries before
and after the shifting, thereby achieving radio communica-
tion between Home eNodeBs.

CITATION LIST
Patent Literature
Patent Literature 1: JP 2012-10310A
SUMMARY OF INVENTION
Technical Problem

In TDD, the ratio of uplink communication resources and
downlink communication resources is variable, and there-
fore, different link direction configurations may be set for
different cells, taking the downlink or uplink traffic rate into
account. However, when different link direction configura-
tions are set for different cells, related cells may have
different link directions in the same sub-frame, and as a
result, interference may occur between the related cells. For
example, when a piece of user equipment (UE) which is
receiving a downlink signal from an eNodeB in a cell
receives an uplink signal of a UE in a cell adjacent to that
cell, the uplink signal may interfere with the downlink
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2

signal. When the link direction configuration is dynamically
set based on an increase or decrease in the uplink or
downlink traffic rate in each cell in order to further improve
throughput, it is considerably difficult to control the inter-
ference between cells.

Therefore, it is desirable to reduce the interference
between related cells while improving throughput in a radio
communication system employing TDD.

Solution to Problem

According to the present disclosure, there is provided a
communication control device including a radio communi-
cation unit which communicates with one or more terminal
devices in a cell over a channel in which a link direction is
allowed to be dynamically set for each sub-frame which is
a unit of time in radio communication, and a control unit
which controls allocation of communication resources to the
terminal device based on the setting of the link direction of
the channel and a location of the terminal device in the cell.

According to the present disclosure, there is provided a
communication control method including communicating
with one or more terminal devices in a cell over a channel
in which a link direction is allowed to be dynamically set for
each sub-frame which is a unit of time in radio communi-
cation, and controlling allocation of communication
resources to the terminal device based on the setting of the
link direction of the channel and a location of the terminal
device in the cell.

According to the present disclosure, there is provided a
terminal device including a radio communication unit which
communicates with a base station in a cell over a channel in
which a link direction is allowed to be dynamically set for
each sub-frame which is a unit of time in radio communi-
cation. The radio communication unit communicates with
the base station according to allocation of communication
resources to the terminal device itself by the base station
based on the setting of the link direction of the channel and
a location of the terminal device itself in the cell.

Advantageous Effects of Invention

As described above, according to the present disclosure,
according to the communication control device, communi-
cation control method, and terminal device, the interference
between related cells can be reduced while improving
throughput in a radio communication system employing
TDD.

BRIEF DESCRIPTION OF DRAWINGS

FIG. 1 is a diagram for describing an example radio frame
format of TDD.

FIG. 2 is a diagram for describing an example special
sub-frame included in a radio frame of TDD.

FIG. 3 is a diagram for describing an example link
direction configuration of each sub-frame in a radio frame of
TDD.

FIG. 4 is a diagram for describing example interference in
a sub-frame in which a link direction is different between
adjacent cells.

FIG. 5 is a diagram for describing a first example inter-
ference in a sub-frame in which a link direction is different
between a macrocell and a small cell.

FIG. 6 is a diagram for describing a second example
interference in a sub-frame in which a link direction is
different between a macrocell and a small cell.
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FIG. 7 is a diagram for outlining a first embodiment.

FIG. 8 is a block diagram showing an example configu-
ration of an eNodeB according to the first embodiment.

FIG. 9 is a block diagram showing an example configu-
ration of a UE according to the first embodiment.

FIG. 10 is a flowchart showing an example schematic
flow of a communication control process according to the
first embodiment.

FIG. 11 is a diagram for outlining a variation of the first
embodiment.

FIG. 12 is a diagram for describing operations of an
eNodeB and a UE in a small cell.

FIG. 13 is a diagram for describing example selection of
sub-frames used in communication in a small cell.

FIG. 14 is a flowchart showing an example schematic
flow of a communication control process according to a
variation of the first embodiment.

FIG. 15 is a diagram for outlining a second embodiment.

FIG. 16 is a diagram for outlining the second embodi-
ment.

FIG. 17 is a block diagram showing an example configu-
ration of an eNodeB according to the second embodiment.

FIG. 18 is a flowchart showing an example schematic
flow of a communication control process according to the
second embodiment.

FIG. 19 is a diagram for outlining a third embodiment.

FIG. 20 is a block diagram showing an example configu-
ration of an eNodeB according to the third embodiment.

FIG. 21 is a flowchart showing an example schematic
flow of a communication control process according to the
third embodiment.

FIG. 22 is a diagram for outlining a fourth embodiment.

FIG. 23 is a block diagram showing an example configu-
ration of an eNodeB according to the fourth embodiment.

FIG. 24 is a flowchart showing an example schematic
flow of a communication control process according to the
fourth embodiment.

DESCRIPTION OF EMBODIMENTS

Hereinafter, preferred embodiments of the present inven-
tion will be described in detail with reference to the
appended drawings. Note that, in this specification and the
drawings, elements that have substantially the same function
and structure are denoted with the same reference signs, and
repeated explanation is omitted.

Note that a description will be given in the following
order.

1. Introduction
. 1. General Idea of TDD
. 2. Technical Problem with TDD
. First Embodiment
. 1. Overview
. 2. Configuration of eNodeB
. 3. Configuration of UE
. 4. Flow of Process
. 5. Variations
. Second Embodiment
. 1. Overview
. 2. Configuration of eNodeB
. 3. Flow of Process
. Third Embodiment
. 1. Overview
. 2. Configuration of eNodeB
. 3. Flow of Process
. Fourth Embodiment
. 1. Overview
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5. 2. Configuration of eNodeB
5. 3. Flow of Process
6. Summary

1. Introduction

Firstly, the general idea of TDD and a technical problem
with TDD will be described. Although the general idea and
technical problem, and embodiments, will be described
herein using a radio communication system compliant with
LTE or LTE-Advanced as an example, the present disclosure
is, of course, not limited to the example.

1.1. General Idea of TDD

The general idea of TDD will be described with reference
to FIGS. 1-3.

(TDD in LTE)

In LTE, any one of FDD and TDD may be employed. In
FDD, an uplink-dedicated frequency band and a downlink-
dedicated frequency band are used in the frequency direc-
tion. Also, in FDD, a format in which a radio frame includes
10 sub-frames is used in the time direction. On the other
hand, also in TDD, a format in which a radio frame includes
10 sub-frames is used in the time direction. However, in
TDD, the same frequency band is used for both uplink and
downlink communication. The radio frame format in TDD
will now be more specifically described with reference to
FIG. 1.

FIG. 1 is a diagram for describing an example radio frame
format of TDD. Referring to FIG. 1, the radio frame is a unit
of time in LTE, which has a length of 10 ms. Moreover, one
radio frame includes 10 sub-frames. The sub-frame is also a
unit of time in LTE, which has a length of 1 ms. In TDD, the
link direction is set for each sub-frame. For example, in the
radio frame of FIG. 1, the link direction of the sub-frame #0
is set to the downlink direction, and the link direction of the
sub-frame #3 is set to the uplink direction.

Here, “uplink” refers to communication from a UE to an
eNodeB, and “downlink™ refers to communication from an
eNodeB to a UE. In FIG. 1, D, U, and S indicate a downlink
sub-frame, an uplink sub-frame, and a special sub-frame,
respectively. The special sub-frame will be described below.

In radio communication systems compliant with LTE,
FDD is typically employed. However, TDD has several
advantages over FDD.

For example, TDD has an advantage in terms of provision
of'a frequency band. In FDD, it is necessary to provide a pair
of'an uplink frequency band and a downlink frequency band,
while, in TDD, it is necessary to provide a single frequency
band.

Also, for example, TDD has an advantage in terms of the
ratio of uplink and downlink. As an example, in FDD, when
an uplink frequency band of 20 MHz and a downlink
frequency band of 20 MHz are provided, the ratio of uplink
communication resources and downlink communication
resources is fixed to “one to one.” On the other hand, in
TDD, when a frequency band of 20 MHz is provided, the
ratio of uplink communication resources and downlink
communication resources is variable. Specifically, in TDD,
by changing the link direction configuration (hereinafter
referred to as a “TDD configuration™) of each sub-frame in
a radio frame, the ratio of uplink communication resources
and downlink communication resources can be changed.

Because of such advantages, it is expected that TDD will
be increasingly used in radio communication systems com-
pliant with LTE or LTE-Advanced.
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Although TDD has the above advantages, it is necessary
to allocate a period of time for switching between downlink
and uplink. Therefore, in TDD, a special sub-frame is
inserted between a downlink sub-frame and an uplink sub-
frame. The special sub-frame will now be more specifically
described with reference to FIG. 2.

FIG. 2 is a diagram for describing an example of the
special sub-frame included in the radio frame of TDD.
Referring to FIG. 2, the sub-frames #0-#2 of the radio frame
of FIG. 1 are shown. Here, the sub-frame #0 is a downlink
sub-frame, the sub-frame #1 is a special sub-frame, and the
sub-frame #2 is an uplink sub-frame. For an eNodeB, time
when a UE receives the downlink signal of the sub-frame #0
is caused to be later than the time of the sub-frame #0 in the
format due to a transmission delay in space and a process
delay in the UE. Also, in order to cause data to arrive at the
eNodeB at the time of the sub-frame #2 in the format, the UE
needs to transmit an uplink signal in advance. Therefore, the
special sub-frame is defined as a region for allocating a
period of time corresponding to the delay of downlink and
a period of time by which uplink is advanced. Specifically,
the special sub-frame includes a downlink pilot time slot
(DwWPTS) and an uplink pilot time slot (UpPTS). Also, the
special sub-frame further includes a guard period. Thus,
TDD has the disadvantage that a special sub-frame is
inserted during switching between downlink and uplink.

(Specific TDD Configuration)

LTE TDD is defined in 3GPP Release 8. In “TS 36. 211
Table 4. 2-2: Uplink-Downlink configurations,” the link
direction configuration (i.e., the TDD configuration) of each
sub-frame in the radio frame of TDD is shown. The TDD
configuration will now be more specifically described with
reference to FIG. 3.

FIG. 3 is a diagram for describing an example of the link
direction configuration of each sub-frame in the radio frame
of TDD. Referring to FIG. 3, in 3GPP, seven TDD configu-
rations, i.e., configurations 0-6, are defined. As described
above, in LTE TDD, the radio frame includes 10 sub-frames,
and the link direction is set for each sub-frame. In the
sub-frames #0 and #5 of the 10 sub-frames, a synchroniza-
tion signal is transmitted from an eNodeB, and therefore, the
link directions of the sub-frames #0 and #5 are invariably
fixed to the downlink direction. Moreover, the sub-frame #1
is a special sub-frame in any TDD configuration. Also, the
link direction of the sub-frame #2 is fixedly set to the uplink
direction. On the other hand, the sub-frame #6 is either a
special sub-frame or a downlink sub-frame. The link direc-
tions of the sub-frames #3, #4, #7, #8, and #9 are set to either
the uplink direction or the downlink direction.

It is typically supposed that each operator selects and uses
any one of the seven TDD configurations. Therefore, for
example, it is not supposed that each operator sets different
TDD configurations for adjacent cells.

1.2. Technical Problem with TDD

Next, a technical problem with TDD will be described
with reference to FIGS. 4-6.

(Example Specific Interference)

In the 3GPP Plenary Meetings held in Kansas City in
March 2011, a decision was made to study the interference
problem by setting different TDD configurations for adja-
cent cells. As a result, in LTE TDD, the general trend has
been toward setting of different TDD configurations for
related cells (e.g., adjacent cells). Specific interference
which occurs when different TDD configurations are set for

10

15

20

25

30

35

40

45

50

55

60

65

6

related cells (e.g., for adjacent cells, or for a macrocell and
a small cell) will now be more specifically described with
reference to FIGS. 4-6.

FIG. 4 is a diagram for describing example interference in
a sub-frame in which the link direction is different between
adjacent cells. Referring to FIG. 4, a cell 10a and a cell 105
adjacent to the cell 10a are shown. Also, in the cell 10a,
there are an eNodeB 11a and a UE 21a. In the cell 105, there
are an eNodeB 115 and a UE 215. Here, it is assumed that,
in some sub-frame, the link direction is the downlink direc-
tion in the cell 10a, while the link direction is the uplink
direction in the cell 105. In this case, when the UE 21a
which is receiving a downlink signal 13 from the eNodeB
11a in the cell 10q receives an uplink signal 23 from the UE
215 in the cell 105, the uplink signal 23 may interfere with
the downlink signal 13. Also, when the eNodeB 115 which
is receiving the uplink signal 23 from the UE 215 in the cell
105 receives the downlink signal 13 from the eNodeB 11a
in the cell 104, the downlink signal 13 may interfere with the
uplink signal 23. Specifically, the interfering signals are
indicated by a dotted line in FIG. 4.

FIG. 5 is a diagram for describing a first example of the
interference in a sub-frame in which the link direction is
different between a macrocell and a small cell. Referring to
FIG. 5, a macrocell 30 and a small cell 40 are shown. The
macrocell 30 covers all or part of the small cell 40. Also, in
the macrocell 30, there are an eNodeB 31 and a UE 21c. In
the small cell 40, there are an eNodeB 41 and a UE 214.
Here, it is assumed that, in some sub-frame, the link direc-
tion is the downlink direction in the macrocell 30, and the
link direction is the uplink direction in the small cell 40. In
this case, when the UE 21¢ which is receiving a downlink
signal 33 from the eNodeB 31 in the macrocell 30 receives
an uplink signal 25 from the UE 21d in the small cell 405,
the uplink signal 25 may interfere with the downlink signal
33. Also, when the eNodeB 41 which is receiving the uplink
signal 25 from the UE 214 in the small cell 40 receives the
downlink signal 33 from the eNodeB 31 in the macrocell 30,
the downlink signal 33 may interfere with the uplink signal
25. Specifically, also in FIG. 5, the interfering signals are
indicated by a dotted line.

FIG. 6 is a diagram for describing a second example of the
interference in a sub-frame in which the link direction is
different between a macrocell and a small cell. Referring to
FIG. 6, similar to FIG. 5, a macrocell 30 and a small cell 40
are shown. Also, an eNodeB 31, a UE 21c¢, an eNodeB 41,
and a UE 21d are shown. Here, it is assumed that, in some
sub-frame, the link direction is the uplink direction in the
macrocell 30, and the link direction is the downlink direction
in the small cell 40. In this case, when the UE 21d which is
receiving a downlink signal 43 from the eNodeB 41 in the
small cell 40 receives an uplink signal 27 from the UE 21¢
in the macrocell 30, the uplink signal 27 may interfere with
the downlink signal 43. Also, when the eNodeB 31 which is
receiving the uplink signal 27 from the UE 21c¢ in the
macrocell 30 receives the downlink signal 43 from the
eNodeB 41 in the small cell 40, the downlink signal 43 may
interfere with the uplink signal 27. Specifically, also in FIG.
6, the interfering signals are indicated by a dotted line.

Note that the concept of the small cell 40 encompasses a
femtocell, nanocell, picocell, microcell, etc. The small cell
40, which is a supplemental cell for increasing the commu-
nication capacity of the macrocell 30, may be introduced by
providing an eNodeB which is smaller than that of a
macrocell.
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(Dynamic Change in TDD Configuration)

As described above, interference may occur between
related cells when different TDD configurations are set for
the related cells, and on the other hand, it is desirable that a
TDD configuration should be dynamically set for each cell.
This is because an improvement in throughput can be
expected by selecting a suitable TDD configuration based on
the uplink or downlink traffic rate in each cell. Specifically,
when the uplink traffic rate increases in a cell, a TDD
configuration including a larger number of uplink sub-
frames should be selected based on the increase in the traffic
rate. Also, when the downlink traffic rate increases in a cell,
a TDD configuration including a larger number of downlink
sub-frames should be selected based on the increase in the
traffic rate. The characteristics of the traffic rate vary among
cells, and therefore, it is desirable that a TDD configuration
should be dynamically set for each cell separately. For
example, because the radio frame has a length of 10 ms, a
TDD configuration may be set every 10 ms to several tens
of milliseconds.

(Technical Problem)

As described above, interference may occur between
related cells when different TDD configurations are set for
the related cells, and on the other hand, it is desirable that the
link direction TDD configuration should be dynamically set
in order to improve throughput. However, when the TDD
configuration is dynamically set for each cell (e.g., every
several tens of milliseconds), it is considerably difficult to
control the interference between cells.

Therefore, in this embodiment, in a radio communication
system employing TDD, the interference between related
cells (e.g., between adjacent cells or between a macrocell
and a small cell) can be reduced while improving through-
put. In the description that follows, specific examples will be
given in <2. First Embodiment>, <3. Second Embodiment>,
<4. Third Embodiment>, and <5. Fourth Embodiment>.

2. First Embodiment
2. 1. Overview

Firstly, a first embodiment of the present disclosure will
be described. In the first embodiment, the link direction is
dynamically set for each sub-frame of a first frequency band.
The link direction is set for each sub-frame of a second
frequency band so that the difference in link direction
between adjacent cells is reduced, i.e., as large a number of
sub-frames as possible have the same link direction. And,
communication resources of the first frequency band are not
allocated to a terminal device located in a peripheral portion
of'a cell. The first embodiment will now be more specifically
outlined with respect to FIG. 7.

FIG. 7 is a diagram for outlining the first embodiment.
Referring to FIG. 7, a cell 10a and a cell 105 adjacent to the
cell 10a are shown. In this embodiment, the cell 10 is
divided into a peripheral portion which is further from an
eNodeB 100-1 and a central portion (i.e., a central portion
closer to the eNodeB 100-1) other than the peripheral
portion. In the central portion of the cell 10, the TDD
configuration is dynamically set. On the other hand, in the
peripheral portion of the cell 10, the TDD configuration is
set to be equal or similar to that of an adjacent cell. Here, the
TDD configuration which is similar to that of an adjacent
cell means a TDD configuration in which the number of
sub-frames which have a link direction different from that of
the configuration of the adjacent cell is small. For example,
the configuration 3 and the configuration 4 of FIG. 3 have
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the same link directions in the sub-frames, except for the
sub-frame #4, and therefore, can be said to be similar to each
other. Also, for example, in the peripheral portion of the cell
10, the TDD configuration may be statically or quasi-
statically set.

In typical LTE, different TDD configurations cannot be
used in a single frequency band (i.e., a single component
carrier (CC) of 20 MHz), and therefore, the carrier aggre-
gation technique is used. Carrier aggregation is a technique
of aggregating a plurality of CCs, thereby improving total
throughput. For example, when the plurality of CCs include
aCC 1 and a CC 2, the CC 1 is used as communication
resources for a UE 200 which is located in the central
portion of the cell 10, and the CC 2 is used as communi-
cation resources for a UE 200 which is located in the
peripheral portion (and the central portion) of the cell 10.
For the CC 1, the TDD configuration is dynamically set
based on the traffic rate in the cell. For the CC 2, the TDD
configuration is set (e.g., statically or quasi-statically) to be
equal or similar to that of an adjacent cell.

By thus setting the TDD configuration and allocating
communication resources, communication resources of a
frequency band in which the link direction is dynamically
set are allocated only to a UE 200 which is located in the
central portion of the cell 10. Therefore, as described below,
transmission power of the communication resources can be
reduced. As a result, an uplink signal on the communication
resources does not substantially interfere with a downlink
signal of an adjacent cell, and a downlink signal on the
communication resources does not substantially interfere
with an uplink signal of an adjacent cell. Specifically, in a
frequency band in which the link direction is dynamically
set, interference such as that shown in FIG. 4 does not
substantially occur. Note that only communication resources
of'a frequency band in which the difference in link direction
from an adjacent cell is small are allocated to a UE 200
which is located in the peripheral portion of the cell 10.
Therefore, of course, in the frequency band, interference
such as that shown in FIG. 4 does not substantially occur.
Therefore, in a radio communication system employing
TDD, by dynamically setting the link direction, interference
between adjacent cells can be reduced while improving
throughput.

Note that the eNodeB 100-1 allocates small transmission
power (e.g., power 1) to downlink in the CC 1, and large
transmission power (e.g., power 2) to downlink in the CC 2.
Also, the eNodeB 100-1 allocates small transmission power
(e.g., the power 1) to uplink in the CC 1 for a UE 200 which
is located in the central portion of the cell 10 and for which
communication resources of the CC 1 are allocated to
uplink. Also, the eNodeB 100-1 allocates large transmission
power (e.g., the power 2) to uplink in the CC 2 for a UE 200
which is located in the peripheral portion of the cell 10 and
for which communication resources of the CC 2 are allo-
cated to uplink. This is because transmission power may be
small when the distance between the eNodeB 100-1 and a
UE 200 is small, and transmission power needs to be large
when the distance is large. The allocation of the power
makes it difficult for a downlink signal and uplink signal of
the CC 1 for the central portion of the cell 10a to reach the
central portion of the adjacent cell 105. Therefore, as
described above, the interference which occurs because
different TDD configurations are dynamically set for differ-
ent cells is reduced.

2. 2. Configuration of eNodeB

An example configuration of the eNodeB 100-1 of the
first embodiment will be described with reference to FIG. 8.
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FIG. 8 is a block diagram showing the example configura-
tion of the eNodeB 100-1 of the first embodiment. Referring
to FIG. 8, the eNodeB 100-1 includes a radio communica-
tion unit 110, a network communication unit 120, a storage
unit 130, and a processing unit 140.

(Radio Communication Unit 110)

The radio communication unit 110 communicates with
one or more UEs 200 in the cell 10 over a channel in which
the link direction can be dynamically set for each sub-frame
which is a unit of time in radio communication. The channel
includes, for example, at least a first frequency band and a
second frequency band. The first frequency band and the
second frequency band are each a component carrier. Spe-
cifically, the radio communication unit 110 communicates
with a UE 200 in the cell 10 on the CC 1 and CC 2 in which
the link direction can be dynamically set for each sub-frame.
Also, the radio communication unit 110 transmits a down-
link signal to a UE 200 in the cell 10 and receives an uplink
signal from a UE 200 in the cell 10 according to allocation
of resources. Note that the radio communication unit 110
includes, for example, an antenna and an RF circuit.

(Network Communication Unit 120)

The network communication unit 120 communicates with
communication nodes including other eNodeBs. For
example, the X2 interface between eNodeBs may be imple-
mented via the network communication unit 120. The net-
work communication unit 120 may include a radio commu-
nication module which may be shared by the radio
communication unit 110, or a wired communication module,
such as a LAN-connected terminal etc.

(Storage Unit 130)

The storage unit 130 stores a program and data for
operation of the eNodeB 100-1. The storage unit 130
includes, for example, a medium, such as a hard disk, a
semiconductor memory, etc.

(Processing Unit 140)

The processing unit 140 provides various functions of the
eNodeB 100-1. For example, the processing unit 140, which
corresponds to a processor, such as a CPU (Central Process-
ing Unit), a DSP (Digital Signal Processor), etc., executes a
program stored in the storage unit 130 or another storage
medium to provide the various functions. The processing
unit 140 includes a terminal location measurement unit 141,
a traffic rate measurement unit 143, a link direction setting
unit 145, a resource control unit 147, and a power control
unit 149.

(Terminal Location Measurement Unit 141)

The terminal location measurement unit 141 measures a
location of a UE 200 in the cell 10. The location is, for
example, represented by a distance between the eNodeB
100-1 and the UE 200. For example, the terminal location
measurement unit 141 measures the distance between the
eNodeB 100-1 and the UE 200 based on a timing advance
value for each UE 200.

(Traffic Rate Measurement Unit 143)

The traffic rate measurement unit 143 measures an uplink
traffic rate and a downlink traffic rate in the cell 10. The
traffic rate measurement unit 143 may measure an actual
value of the traffic rate during a predetermined period of
time, or may measure an estimated value of the traffic rate
which is predicted to occur during a predetermined period of
time based on a scheduling request from a UE 200 etc. Also,
the traffic rate measurement unit 143 may measure the traffic
rate in the peripheral portion of the cell 10 and the traffic rate
in the central portion of the cell 10 separately, or measure the
overall traffic rate without distinguishing between these
transfer rates.
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(Link Direction Setting Unit 145)

The link direction setting unit 145 dynamically sets the
link direction for each sub-frame of the first frequency band,
and sets the link direction for each sub-frame of the second
frequency band so that the difference in link direction
between the cell 10 and a cell related to the cell 10 is
reduced. In this embodiment, the related cell is a cell
adjacent to the cell 10. For example, the link direction
setting unit 145 dynamically sets the TDD configuration of
the CC 1 based on the uplink or downlink traffic rate. As an
example, the TDD configuration of the CC 1 is set every 10
ms to several tens of milliseconds. Also, the link direction
setting unit 145 sets the TDD configuration of the CC 2 to
be equal or similar to the TDD configuration of the CC 2 of
an adjacent cell. As an example, the link direction setting
unit 145 negotiates with the eNodeB 100-1 of the adjacent
cell, through the network communication unit 120, as to the
setting of the link direction of the CC 2, based on the
measured traffic rate. The interface between the eNodeB
100-1 of the cell 10 and the eNodeB 100-1 of the adjacent
cell is the X2 interface.

Also, the link direction setting unit 145 statically or
quasi-statically sets the link direction for each sub-frame of
the second frequency band. For example, the link direction
setting unit 145 statically or quasi-statically sets the TDD
configuration of the CC 2. As an example, the link direction
setting unit 145 sets the TDD configuration of the CC 2 each
time a predetermined period of time has passed. The pre-
determined period of time is longer than the interval of the
setting of the CC 1. By thus setting statically or quasi-
statically, the communication and process for adjusting the
TDD configuration between eNodeBs can be minimized.

(Resource Control Unit 147)

The resource control unit 147 controls allocation of
communication resources to a UE 200 based on the setting
of the link direction of the channel in which the link
direction can be dynamically set for each sub-frame, and the
location of the UE 200 in the cell 10. In particular, in this
embodiment, the resource control unit 147 does not allocate
communication resources of the first frequency band to a UE
200 which is located in the peripheral portion of the cell 10.
For example, the resource control unit 147 does not allocate
communication resources of the CC 1 to a UE 200 which is
located in the peripheral portion of the cell 10, and allocates
communication resources of the CC 1 to a UE 200 which is
not located in the peripheral portion of the cell 10 (i.e.,a UE
200 which is located in the central portion of the cell 10).
Also, for example, the resource control unit 147 allocates
communication resources of the CC 2 to a UE 200 which is
located in the peripheral portion of the cell 10 (and the
central portion of the cell 10).

(Power Control Unit 149)

The power control unit 149 controls transmission power
in the cell 10. For example, the power control unit 149
controls transmission power of the radio communication
unit 110. For example, the power control unit 149 allocates
small transmission power to downlink in the first frequency
band (e.g., the CC 1), and large transmission power to
downlink in the second frequency band (e.g., the CC 2).

Also, for example, the eNodeB 100-1 allocates small
transmission power to uplink in the first frequency band for
a UE 200 which is located in the central portion of the cell
10 and for which communication resources of the first
frequency band (e.g., the CC 1) are allocated to uplink. Also,
the eNodeB 100-1 allocates large transmission power to
uplink in the second frequency band for a UE 200 which is
located in the peripheral portion of the cell 10 and for which
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communication resources of the second frequency band
(e.g., the CC 2) are allocated to uplink.

2. 3. Configuration of UE

An example configuration of the UE 200 of the first
embodiment will be described with reference to FIG. 9. FIG.
9 is a block diagram showing the example configuration of
the UE 200 of the first embodiment. Referring to FIG. 9, the
UE 200 includes a radio communication unit 210, a storage
unit 220, and a processing unit 230.

(Radio Communication Unit 210)

The radio communication unit 210 communicates with
the eNodeB 100-1 in the cell 10 over a channel in which the
link direction can be dynamically set for each sub-frame
which is a unit of time in radio communication. Also, the
radio communication unit 210 communicates with the eNo-
deB 100-1 according to allocation of communication
resources to the radio communication unit 210 itself which
is performed by the eNodeB 100-1 based on the setting of
the link direction of the channel and the location of the radio
communication unit 210 itself in the cell 10.

For example, the channel includes at least a first fre-
quency band and a second frequency band. And, the first
frequency band and the second frequency band are each a
component carrier. Specifically, the radio communication
unit 210 communicates with the eNodeB 100-1 in the cell 10
on the CC 1 and CC 2 in which the link direction can be
dynamically set for each sub-frame. Also, the eNodeB 100-1
allocates communication resources to the UE 200 based on
the settings of the TDD configurations of the CC 1 and CC
2 and the location of the UE 200 in the cell 10, and therefore,
the radio communication unit 210 communicates according
to the allocation of communication resources. Note that the
radio communication unit 110 includes, for example, an
antenna and an RF circuit.

(Storage Unit 220)

The storage unit 220 stores a program and data for
operation of the UE 200. The storage unit 220 includes a
storage medium, such as a hard disk, a semiconductor
memory, etc.

(Processing Unit 230)

The processing unit 230 provides various functions of the
UE 200. For example, the processing unit 230, which
corresponds to a processor, such as a CPU (Central Process-
ing Unit), a DSP (Digital Signal Processor), etc., executes a
program stored in the storage unit 220 or another storage
medium to provide the various functions. As an example, the
processing unit 230 controls communication of the radio
communication unit 210.

For example, the processing unit 230 obtains system
information from a downlink signal received by the radio
communication unit 210. Also, the processing unit 230
recognizes the TDD configuration which has been set from
the system information. For example, system information of
each CC is obtained from the downlink signal of the CC, and
the TDD configuration of each CC is recognized from the
system information of the CC. Thereafter, the processing
unit 230 causes the radio communication unit 210 to com-
municate based on the recognized TDD configurations.

Also, for example, the processing unit 230 obtains sched-
uling information of uplink and downlink from a downlink
signal received by the radio communication unit 210. Also,
the processing unit 230 recognizes allocation of communi-
cation resources to the UE 200 from the scheduling infor-
mation. Thereafter, the processing unit 230 causes the radio
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communication unit 210 to communicate according to the
allocation of communication resources.

2. 4. Flow of Process

Next, an example communication control process accord-
ing to the first embodiment will be described with reference
to FIG. 10. FIG. 10 is a flowchart showing an example
schematic flow of the communication control process of the
first embodiment. Note that the communication control
process is a process in the eNodeB 100-1.

Initially, in step S501, the terminal location measurement
unit 141 measures the location of a UE 200 in the cell 10.
In step S503, the traffic rate measurement unit 143 measures
the uplink traffic rate and the downlink traffic rate in the cell
10. Thereafter, in step S505, the link direction setting unit
145 sets the link direction (e.g., the TDD configuration) of
the CC 1 based on the measured traffic rates.

In step S507, the link direction setting unit 145 determines
whether or not a predetermined period of time has passed. If
the predetermined period of time has passed, control pro-
ceeds to step S509. Otherwise, control proceeds to step
S513.

In step S509, the link direction setting unit 145 negotiates
with the eNodeB 100-1 of an adjacent cell, through the
network communication unit 120, as to the setting of the link
direction of the CC 2, based on the measured traffic rates.
Thereafter, in step S511, the link direction setting unit 145
sets the link direction (i.e., the TDD configuration) of the CC
2 based on the result of the negotiation with the eNodeB
100-1 of the adjacent cell.

In step S513, the resource control unit 147 allocates
communication resources of the CC 2 to a UE 200 which is
located in the peripheral portion of the cell 10 (and the
central portion of the cell 10). In step S515, the resource
control unit 147 allocates communication resources of the
CC 1 to a UE 200 which is not located in the peripheral
portion of the cell 10 (i.e., a UE 200 which is located in the
central portion of the cell 10).

In step S517, the radio communication unit 110 commu-
nicates with the UE 200 using the allocated communication
resources.

2. 5. Variations

(1) Overview

Next, a variation of the first embodiment will be
described. In this variation, the cell 10 is a macrocell which
covers all or part of a small cell. The eNodeB 100-1 causes
a communication node (e.g., an eNodeB) of the small cell to
set the link direction for each sub-frame in the small cell so
that the difference in link direction between the cell 10 and
the small cell is reduced. Such a variation of the first
embodiment will now be more specifically outlined with
reference to FIG. 11.

FIG. 11 is a diagram for outlining the variation of the first
embodiment. Referring to FIG. 11, a cell 10 which is a
macrocell and two small cells 40 are shown. The cell 10 is
similar to that which has been described with reference to
FIG. 7. Specifically, in the cell 10, the CC 1 is used as
communication resources for a UE 200 which is located in
the central portion of the cell 10, and the CC 2 is used as
communication resources for a UE 200 which is located in
the peripheral portion (and the central portion) of the cell 10.
The small cell 40q is located in the peripheral portion of the
cell 10, and the small cell 405 is located in the central
portion of the cell 10.



US 9,480,053 B2

13

In such a case, for example, the eNodeB 100-1 causes an
eNodeB 41a to set the TDD configuration of the CC 2 of the
small cell 40a to be equal or similar to the TDD configu-
ration of the CC 2 of the cell 10. Also, the eNodeB 100-1
causes an eNodeB 415 to set the TDD configuration of the
CC 1 of the small cell 405 to be equal or similar to the TDD
configuration of the CC 1 of the cell 10.

By thus setting the TDD configuration, the link direction
of the cell 10 which is a macrocell is equal to the link
direction of the small cell 40 in most of the sub-frames.
Therefore, the interference described with reference to
FIGS. 5 and 6 can be reduced.

(Variation of Small Cell)

Note that, similar to the cell 10, the small cell 40 may be
divided into a peripheral portion which is further from the
eNodeB 41 and a central portion (i.e., a central portion
closer to the eNodeB 41) other than the peripheral portion.
This will now be more specifically described with reference
to FIG. 12.

FIG. 12 is a diagram for describing operations of the
eNodeB 41 and a UE 200 in the small cell 40. Referring to
FIG. 12, the small cells 40a and 405 shown in FIG. 11 are
also shown. In this case, the eNodeB 41a of the small cell
40a dynamically sets the link direction for each sub-frame of
a CC which is different from the CC 2, and does not allocate
communication resources of the different frequency band to
an UE 200e which is located in the peripheral portion of the
small cell 40a. The eNodeB 41a allocates communication
resources of the different frequency band to a UE 200f'which
is located in the central portion of the small cell 40a. Also,
the eNodeB 415 of the small cell 405 dynamically sets the
link direction for each sub-frame of a CC other than the CC
1, and does not allocate communication resources of the
different frequency band to a UE 200g which is located in
the peripheral portion of the small cell 405. The eNodeB 415
allocates communication resources of the different fre-
quency band to a UE 200~ which is located in the central
portion of the small cell 405.

By thus allocating resources, communication resources of
a frequency band for which the link direction is dynamically
set (i.e., the different frequency band) are allocated only to
a UE 200 which is located in the central portion of the small
cell 40. Therefore, in the small cell, transmission power of
the communication resources can be reduced. As a result, an
uplink signal on the communication resources of the small
cell does not substantially interfere with a downlink signal
of the cell 10, and a downlink signal on the communication
resources of the small cell does not substantially interfere
with an uplink signal of the macrocell. Specifically, in a
frequency band for which the link direction is dynamically
set, interference of a small cell with a macrocell, such as
those shown in FIGS. 5 and 6, does not substantially occur.

Moreover, the distance between a UE 200 which is
located in the central portion of the small cell 40, and the
eNodeB 41, is smaller than the distance between the eNodeB
100-1 and the eNodeB 41, and therefore, a downlink signal
of the cell 10 does not substantially interfere with an uplink
signal of the small cell 40. Also, the distance between a UE
200 which is located in the central portion of the small cell
40, and the eNodeB 41, is smaller than the distance between
the UE 200 and another UE 200 which communicates with
the eNodeB 100-1, and therefore, an uplink signal of the cell
10 does not substantially interfere with a downlink signal of
the small cell 40. Specifically, in a frequency band for which
the link direction is dynamically set, interference of a small
cell with a macrocell, such as those shown in FIGS. 5 and
6, does not substantially occur.
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Note that, in the small cell 40, only communication
resources of a frequency band (the CC 1 or the CC 2) for
which the difference in link direction from the cell 10 is
small are allocated to a UE 200 which is located in the
peripheral portion of the small cell 40. Therefore, in the
frequency band, interference, such as those shown in FIGS.
5 and 6, does not substantially occur.

Therefore, in a radio communication system employing
TDD, by dynamically setting the link direction, interference
between a macrocell and a small cell can be reduced while
improving throughput.

(2) Configuration of eNodeB

In this variation, the link direction setting unit 145 and the
power control unit 149 of the eNodeB 100-1 which have
been described with reference to FIG. 8 further operate as
follows. Note that, as described above, in this variation, the
cell 10 is a macrocell which covers all or part of the small
cell 40.

(Link Direction Setting Unit 145)

The link direction setting unit 145 causes the eNodeB 41
in the small cell 40 to set the link direction for each
sub-frame in the small cell 40 so that the difference in link
direction between the cell 10 and the small cell 40 is
reduced. Specifically, the link direction setting unit 145
causes the eNodeB 41 to set the TDD configuration of the
small cell 40 to be equal or similar to the TDD configuration
of the cell 10.

For example, the link direction setting unit 145, when the
small cell 40 is located in the peripheral portion of the cell
10, causes the eNodeB 41 to set the link direction of the
second frequency band in the small cell 40 so that the
difference in link direction between the cell 10 and the small
cell 40 is reduced. Specifically, the link direction setting unit
145 causes the eNodeB 41aq to set the TDD configuration of
the CC 2 in the small cell 40a to be equal or similar to the
TDD configuration of the CC 2 of the cell 10. In this case,
for example, similar to the TDD configuration of the CC 2
of'the cell 10, the TDD configuration of the CC 2 in the small
cell 40q is statically or quasi-statically set.

Also, for example, the link direction setting unit 145,
when the small cell 40 is not located in the peripheral portion
of the cell 10, causes the eNodeB 41 to set the the link
direction of the first frequency band in the small cell 40 so
that the difference in link direction between the cell 10 and
the small cell 40 is reduced. Specifically, the link direction
setting unit 145 causes the eNodeB 415 to set the TDD
configuration of the CC 1 in the small cell 405 to be equal
or similar to the TDD configuration of the CC 1 of the cell
10. In this case, for example, similar to the TDD configu-
ration of the CC 1 of the cell 10, the TDD configuration of
the CC 1 in the small cell 405 is dynamically set.

As a specific technique of controlling the eNodeB 41, the
link direction setting unit 145 notifies the eNodeB 41 of the
link direction for each sub-frame of the first frequency band
or the link direction for each sub-frame of the second
frequency band, which has been set by the link direction
setting unit 145. As a result, the link direction setting unit
145 causes the eNodeB 41 to set the link direction for each
sub-frame in the small cell 40. The link direction setting unit
145 performs the notification of the eNodeB 41, for
example, through the network communication unit 120.

Note that, as described above with reference to FIG. 12,
the eNodeB 41, when the small cell 40 is located in the
peripheral portion of the cell 10, may dynamically set the
link direction for each sub-frame of a frequency band which
is different from the second frequency band, and may not
allocate communication resources of the different frequency
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band to a UE 200 which is not located in the peripheral
portion of the small cell 40. Specifically, the eNodeB 41 may
dynamically set the TDD configuration of a CC which is
different from the CC 2, and may not allocate communica-
tion resources of the different CC to a UE 200e which is
located in the peripheral portion of the small cell 40a.

Similarly, as described above with reference to FIG. 12,
the eNodeB 41, when the small cell 40 is not located in the
peripheral portion of the cell 10, may dynamically set the
link direction for each sub-frame of a frequency band which
is different from the first frequency band, and may not
allocate communication resources of the different frequency
band to a terminal device which is located in the peripheral
portion of the small cell 40. Specifically, the eNodeB 41 may
dynamically set the TDD configuration of a CC which is
different from the CC 1, and may not allocate communica-
tion resources of the different CC to a UE 200g which is
located in the peripheral portion of the small cell 404.

(Power Control Unit 149)

The power control unit 149 may reduce transmission
power in the cell 10 for a sub-frame in which the link
direction in the cell 10 is different from the link direction in
the small cell 40. For example, the power control unit 149
reduces transmission power of the CC 2 in the cell 10 for a
sub-frame in which the link direction of the CC 2 in the cell
10 is different from the link direction of the CC 2 in the small
cell 40a. Also, for example, the power control unit 149
reduces transmission power of the CC 1 in the cell 10 for a
sub-frame in which the link direction of the CC 1 in the cell
10 is different from the link direction of the CC 1 in the small
cell 405. In this case, for example, the power control unit
149 is notified of the link direction (i.e., the TDD configu-
ration) in the small cell 40, by the eNodeB 41 through the
network communication unit 120.

By thus reducing transmission power, interference of a
downlink signal of the cell 10 with an uplink signal of the
small cell 40, and interference of an uplink signal of the cell
10 with a downlink signal of the small cell 40, can be
reduced.

(Others)

Note that if the number of sub-frames which can be used
in communication in the small cell 40 is limited, sub-frames
to be used in communication may be selected based on the
downlink or uplink traffic rate in the small cell 40. Specifi-
cally, the ratio of uplink sub-frames and downlink sub-
frames in a radio frame may be changed, depending on the
downlink or uplink traffic rate. This will now be specifically
described with reference to FIG. 13.

FIG. 13 is a diagram for describing example selection of
sub-frames used in communication in a small cell. Referring
to FIG. 13, a CC 1 which is used as communication
resources for a UE 200 which is located in the central
portion of a cell 10 is set to have a TDD configuration
corresponding to the configuration 1 of FIG. 3. Also, a CC
2 which is used as communication resources for a UE 200
which is located in the peripheral portion of the cell 10 is set
to have a TDD configuration corresponding to the configu-
ration 3 of FIG. 3.

In a small cell 40a which is located in the peripheral
portion of the cell 10, the downlink traffic rate is higher than
the uplink traffic rate, and therefore, a larger number of
downlink sub-frames are selected as sub-frames to be used
in communication. On the other hand, in a small cell 40¢
which is located in the peripheral portion of the cell 10, the
uplink traffic rate is higher than the downlink traffic rate, and
therefore, a larger number of uplink sub-frames are selected
as sub-frames to be used in communication.
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Similarly, in a small cell 405 which is located in the
central portion of the cell 10, the downlink traffic rate is
higher than the uplink traffic rate, and therefore, a larger
number of downlink sub-frames are selected as sub-frames
to be used in communication. On the other hand, in a small
cell 404 which is located in the central portion of the cell 10,
the uplink traffic rate is higher than the downlink traffic rate,
and therefore, a larger number of uplink sub-frames are
selected as sub-frames to be used in communication.

(3) Flow of Process

Next, an example communication control process accord-
ing to a variation of the first embodiment will be described
with reference to FIG. 14. FIG. 14 is a flowchart showing an
example schematic flow of the communication control pro-
cess of the variation of the first embodiment. The commu-
nication control process is a process in an eNodeB 100-1.
Here, only step S521 will be described which is the differ-
ence between the example communication control process
of the first embodiment described with reference to FIG. 10
and the example communication control process of the
variation.

In step S521, the link direction setting unit 145 notifies an
eNodeB 41 of the link direction for each sub-frame of the
CC 1 or the link direction for each sub-frame of the CC 2,
that has been set by the link direction setting unit 145. As a
result, the link direction setting unit 145 causes the eNodeB
41 to set the link direction for each sub-frame in the small
cell 40. The link direction setting unit 145 performs the
notification of the eNodeB 41, for example, through the
network communication unit 120.

3. Second Embodiment
3. 1. Overview

The first embodiment has been particularly described with
reference to an operation of an eNodeB in a cell adjacent to
another cell. Moreover, a variation of the first embodiment
has been particularly described with reference to an opera-
tion of an eNodeB in a macrocell in a case where the cell
adjacent to another cell is the macrocell. Next, a second
embodiment of the present disclosure will be particularly
described with reference to an operation of an eNodeB in a
small cell which covers all or part of a macrocell. In the
second embodiment, in the small cell, the link direction is
dynamically set for each sub-frame of a first frequency band,
and the link direction is set for each sub-frame of a second
frequency band so that the difference in link direction
between the small cell and the macrocell is reduced, i.e., as
large a number of sub-frames as possible have the same link
direction. And, communication resources of the first fre-
quency band are not allocated to a terminal device which is
located in the peripheral portion of the small cell. The
second embodiment will now be more specifically outlined
with reference to FIGS. 15 and 16.

FIGS. 15 and 16 are diagrams for outlining the second
embodiment. Referring to FIG. 15, a macrocell 30 and a cell
10 which is a small cell are shown. An eNodeB 100-2
according to this embodiment is an eNodeB in the small cell.
Referring to FIG. 16, the cell 10 which is a small cell is
shown in greater detail. In this embodiment, the cell 10 is
divided into a peripheral portion which is further from the
eNodeB 100-2 and a central portion (i.e., a central portion
closer to the eNodeB 100-2) other than the peripheral
portion. And, in the central portion of the cell 10, the TDD
configuration is dynamically set. On the other hand, in the
peripheral portion of the cell 10, the TDD configuration is
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set to be equal or similar to that of the macrocell. Also, for
example, in the peripheral portion of the cell 10, the TDD
configuration is statically or quasi-statically set.

For example, in the cell 10 which is a small cell, the
carrier aggregation technique of aggregating a plurality of
cells is used. When the plurality of CCs include a CC 1 and
a CC 2, the CC 1 is used as communication resources for a
UE 200 which is located in the central portion of the cell 10,
and the CC 2 is used as communication resources for a UE
200 which is located in the peripheral portion (and the
central portion) of the cell 10. For the CC 1, the TDD
configuration is dynamically set based on the traffic. For the
CC 2, the TDD configuration is set (e.g., statically or
quasi-statically) to be equal or similar to that of the macro-
cell.

By thus setting the TDD configuration and allocating
communication resources, in the cell 10 communication
resources of a frequency band in which the link direction is
dynamically set are allocated only to a UE 200 which is
located in the central portion of the cell 10 which is a small
cell. Therefore, in the cell 10, transmission power of the
communication resources can be reduced. As a result, an
uplink signal on the communication resources of the cell 10
does not substantially interfere with a downlink signal of the
macrocell 30, and a downlink signal on the communication
resources of the cell 10 does not substantially interfere with
an uplink signal of the macrocell 30. Specifically, in a
frequency band in which the link direction is dynamically
set, interference of a small cell with a macrocell, such as
those shown in FIGS. 5 and 6, does not substantially occur.

Moreover, the distance between a UE 200 which is
located in the central portion of the cell 10 which is a small
cell, and the eNodeB 100-2, is smaller than the distance
between an eNodeB 31 and the eNodeB 100-2, and there-
fore, a downlink signal of the macrocell 30 does not sub-
stantially interfere with an uplink signal of the cell 10. Also,
the distance between a UE 200 which is located in the
central portion of the cell 10 which is a small cell, and the
eNodeB 100-2, is smaller than the distance between that UE
200 and a UE 200 which communicates with the eNodeB 31,
and therefore, an uplink signal of the macrocell 30 does not
substantially interfere with a downlink signal of the cell 10.
Specifically, in a frequency band in which the link direction
is dynamically set, interference of a macrocell with a small
cell, such as those shown in FIGS. 5 and 6, does not
substantially occur.

Note that, in the cell 10 which is a small cell, only
communication resources of a frequency band (the CC 2) in
which the difference in link direction from the macrocell 30
is small are allocated to a UE 200 which is located in the
peripheral portion of the cell 10. Therefore, in the frequency
band, interference, such as those of FIGS. 5 and 6, does not
substantially occur.

Therefore, in a radio communication system employing
TDD, by dynamically setting the link direction, interference
between a macrocell and a small cell can be reduced while
improving throughput.

3. 2. Configuration of eNodeB

An example configuration of the eNodeB 100-2 of the
second embodiment will be described with reference to FIG.
17. FIG. 17 is a block diagram showing the example
configuration of the eNodeB 100-2 of the second embodi-
ment. Referring to FIG. 17, the eNodeB 100-2 includes a
radio communication unit 110, a network communication
unit 120, a storage unit 130, and a processing unit 150.
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Here, the radio communication unit 110, the network
communication unit 120, and the storage unit 130 are not
different between the first embodiment and the second
embodiment. Also, in the processing unit 150, the terminal
location measurement unit 141, the traffic rate measurement
unit 143, and the resource control unit 147 are not different
between the first embodiment and the second embodiment.
Therefore, here, a link direction setting unit 155 and a power
control unit 159 will be described.

(Link Direction Setting Unit 155)

The link direction setting unit 155 dynamically sets the
link direction for each sub-frame of the first frequency band,
and sets the link direction for each sub-frame of the second
frequency band so that the difference in link direction
between the cell 10 and a cell related to the cell 10 is
reduced. In this embodiment, the cell 10 is a small cell, and
the related cell is a macrocell 30 which covers all or part of
the cell 10. For example, the link direction setting unit 155
dynamically sets the TDD configuration of the CC 1 based
on the uplink or downlink traffic rate. As an example, the
TDD configuration of the CC 1 is set every 10 ms to several
tens of milliseconds. Also, the link direction setting unit 155
sets the TDD configuration of the CC 2 to be equal or similar
to the TDD configuration of the CC 2 of the macrocell 30.
As an example, the link direction setting unit 155 is notified
of'the TDD configuration of the CC 2 of the macrocell 30 by
the eNodeB 31 through the network communication unit
120.

Note that, in the macrocell 30, communication resources
of a frequency band corresponding to the location of a UE
200 may be allocated to the UE 200. In this case, if the cell
10 is located in the peripheral portion of the macrocell 30,
the second frequency band (e.g., the CC 2) may be a
frequency band which is allocated to a UE 200 which is
located in the peripheral portion of the macrocell 30. Also,
if the cell 10 is not located in the peripheral portion of the
macrocell 30 (i.e., the cell 10 is located in the central
portion), the second frequency band may be a frequency
band which is allocated to a UE 200 which is not located in
the peripheral portion of the macrocell 30 (i.e., a UE 200
which is located in the central portion).

(Power Control Unit 159)

The power control unit 159 controls transmission power
in the cell 10. For example, the power control unit 159
controls transmission power of the radio communication
unit 110. For example, the power control unit 159 allocates
small transmission power to downlink in the first frequency
band (e.g., the CC 1), and large transmission power to
downlink in the second frequency band (e.g., the CC 2).

Also, for example, the eNodeB 100-2 causes a UE 200
which is located in the central portion of the cell 10 and in
which communication resources of the first frequency band
(e.g., the CC 1) are allocated to uplink to allocate small
transmission power to uplink in the first frequency band.
Also, the eNodeB 100-1 causes a UE 200 which is located
in the peripheral portion of the cell 10 and in which
communication resources of the second frequency band
(e.g., the CC 2) are allocated to uplink to allocate large
transmission power to uplink in the second frequency band.

Note that the power control unit 159 may request the
eNodeB 31 of the macrocell 30 to reduce transmission
power in the macrocell 30 in a sub-frame in which the link
direction of the second frequency band in the cell 10 is
different from the link direction of the second frequency
band in the macrocell 30. For example, the power control
unit 159 notifies the eNodeB 31, through the network
communication unit 120, of a sub-frame in which the link
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direction of the CC 2 in the cell 10 is different from the link
direction of the CC 2 in the macrocell 30. By thus reducing
transmission power in the macrocell 30, interference of a
downlink signal in the macrocell 30 with an uplink signal in
the cell 10, and interference of an uplink signal of the
macrocell 30 with a downlink signal of the cell 10, can be
further reduced.

3. 3. Flow of Process

Next, an example communication control process accord-
ing to the second embodiment will be described with refer-
ence to FIG. 18. FIG. 18 is a flowchart showing an example
schematic flow of the communication control process of the
second embodiment. The communication control process is
a process in the eNodeB 100-2. Steps S501-S505 and
S511-S517 of the communication control process of the first
embodiment described with reference to FIG. 10 correspond
to steps S601-S605 and S611-S617 of the communication
control process of the second embodiment. Therefore, here,
only step S607 will be described which is the difference
between the example communication control process of the
first embodiment described with reference to FIG. 10 and the
example communication control process of the second
embodiment.

In step S607, the link direction setting unit 155 determines
whether or not the link direction setting unit 155 itself has
been notified of the link direction (i.e., the TDD configura-
tion) of the CC 2 of the macrocell 30 by the eNodeB 31
through the network communication unit 120. If the link
direction setting unit 155 has been notified of the link
direction, control proceeds to step S611. Otherwise, control
proceeds to step S613.

4. Third Embodiment
4. 1. Overview

Next, a third embodiment of the present disclosure will be
described. In the third embodiment, communication
resources in a sub-frame in which the link direction in a cell
is different from the link direction in a cell adjacent to that
cell are not allocated to a terminal device which is located
in the peripheral portion of that cell. The third embodiment
will now be more specifically described with reference to
FIG. 19.

FIG. 19 is a diagram for outlining the third embodiment.
Referring to FIG. 19, a cell 10a and a cell 105 adjacent to
the cell 10a are shown. In the cell 10a and the cell 105, the
link direction (i.e., the TDD configuration) is dynamically
set for each sub-frame. As an example, in some radio frame,
in the cell 10a, a TDD configuration corresponding to the
configuration 0 of FIG. 3 is set for each frequency band.
Also, in the same radio frame, in the cell 105, a TDD
configuration corresponding to the configuration 6 of FIG. 3
is set for each frequency band. In this case, a sub-frame in
which the link direction of the cell 10aq is different from the
link direction of the cell 105 is the sub-frame #9. Therefore,
while interference such as that shown in FIG. 4 does not
occur in the sub-frames #0-#8, interference such as that
shown in FIG. 4 occurs in the sub-frame #9. Therefore, in
this embodiment, while communication resources in the
sub-frames #0-8 may be allocated to any UE 200, commu-
nication resources in the sub-frame #9 are not allocated to a
UE 200 which is located in the peripheral portion of the cell
10. Specifically, communication resources in the sub-frame
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#9 are allocated only to a UE 200 which is located in the
central portion of the cell 10.

By thus allocating communication resources, communi-
cation resources are allocated only to a UE 200 which is
located in the central portion of the cell 10, in a sub-frame
of a radio frame in which the link direction is different
between adjacent cells. Therefore, transmission power in the
sub-frame can be reduced. As a result, in the sub-frame, an
uplink signal of the cell 10 does not substantially interfere
with a downlink signal of an adjacent cell, and a downlink
signal of the cell 10 does not substantially interfere with an
uplink signal of an adjacent cell. Specifically, even in a
sub-frame in which the link direction is different between
adjacent cells, interference such as that shown in FIG. 4 does
not substantially occur. Also, of course, even in a sub-frame
of a radio frame in which the link direction is the same
between adjacent cells, interference such as that shown in
FIG. 4 does not substantially occur. Therefore, in a radio
communication system employing TDD, by dynamically
setting the link direction, interference between adjacent cells
can be reduced while improving throughput.

4. 2. Configuration of eNodeB

An example configuration of an eNodeB 100-3 according
to the third embodiment will be described with reference to
FIG. 20. FIG. 20 is a block diagram showing the example
configuration of the eNodeB 100-3 of the third embodiment.
Referring to FIG. 20, the eNodeB 100-3 includes a radio
communication unit 110, a network communication unit
120, a storage unit 130, and a processing unit 160.

Here, the radio communication unit 110, the network
communication unit 120, and the storage unit 130 are not
different between the first embodiment and the third embodi-
ment. Also, in the processing unit 160, the terminal location
measurement unit 141 and the traffic rate measurement unit
143 are not different between the first embodiment and the
third embodiment. Therefore, here, a link direction setting
unit 165, a resource control unit 167, and a power control
unit 169 will be described.

(Link Direction Setting Unit 165)

The link direction setting unit 165 dynamically sets the
link direction for each sub-frame of one or more frequency
bands. For example, the one or more frequency bands
include a CC 1 and a CC 2. The link direction setting unit
165 dynamically sets any of the TDD configurations of FIG.
3 for the CC 1 and the CC 2 based on the uplink or downlink
traffic rate. As an example, the TDD configuration is set
every 10 ms to several tens of milliseconds. For the CC 1
and the CC 2, the same TDD configuration may be set, or
different TDD configurations may be set.

Also, the link direction setting unit 165 notifies an adja-
cent cell of the link direction (i.e., the TDD configuration) in
the cell 10, for example, through the network communica-
tion unit 120.

(Resource Control Unit 167)

The resource control unit 167 controls allocation of
communication resources to a UE 200 based on the setting
of the link direction of a channel in which the link direction
can be dynamically set for each sub-frame, and the location
of the UE 200 in the cell 10. In particular, in this embodi-
ment, the resource control unit 167 does not allocate com-
munication resources in a sub-frame in which the link
direction in the cell 10 is different from the link direction in
a cell related to the cell 10, to a UE 200 which is located in
the peripheral portion of the cell 10. The related cell is a cell
adjacent to the cell 10. For example, when the sub-frame in
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which the link direction is different between the cell 10 and
the adjacent cell is the sub-frame #9, the resource control
unit 167 does not allocate communication resources in the
sub-frame #9 to a UE 200 which is located in the peripheral
portion of the cell 10. Specifically, the resource control unit
167 allocates communication resources in the sub-frame #9
only to a UE 200 which is located in the central portion of
the cell 10. Also, the resource control unit 167 allocates
communication resources in the sub-frames #0-8 to a UE
200 which is located in the peripheral portion of the cell 10
and a UE 200 which is located in the central portion of the
cell 10.

Note that the resource control unit 167 is notified of the
link direction (i.e., the TDD configuration) in the adjacent
cell by the eNodeB 100-3 in the adjacent cell.

(Power Control Unit 169)

The power control unit 169 controls transmission power
in the cell 10. For example, the power control unit 169
reduces transmission power in the cell 10, in a sub-frame in
which the link direction in the cell 10 is different from the
link direction in a cell adjacent to the cell 10. More specifi-
cally, the power control unit 169 allocates small transmis-
sion power to downlink. Also, the power control unit 169
causes a UE 200 which is located in the central portion of the
cell 10 to allocate small transmission power to uplink.

4. 4. Flow of Process

Next, an example communication control process accord-
ing to the third embodiment will be described with reference
to FIG. 21. FIG. 21 is a flowchart showing an example
schematic flow of the communication control process of the
third embodiment. Note that the communication control
process is a process in the eNodeB 100-3.

Initially, in step S701, the terminal location measurement
unit 141 measures the location of a UE 200 in the cell 10.
Also, in step S703, the traffic rate measurement unit 143
measures the uplink traffic rate and the downlink traffic rate
in the cell 10.

In step S705, the link direction setting unit 165 sets the
link direction (i.e., the TDD configuration) for each sub-
frame based on the measured traffic rates. Also, in step S707,
the link direction setting unit 165 notifies an adjacent cell of
the link direction in the cell 10, for example, through the
network communication unit 120. Also, in step S709, the
resource control unit 167 is notified of the link direction (i.e.,
the TDD configuration) in the adjacent cell by the adjacent
cell.

In step S711, the resource control unit 167 allocates
communication resources in a sub-frame in which the link
direction in the cell 10 is different from the link direction in
a cell adjacent to the cell 10, to a UE 200 which is not
located in the peripheral portion of the cell 10 (i.e., a UE 200
which is located in the central portion of the cell 10). Also,
in step S713, the resource control unit 167 allocates com-
munication resources in a sub-frame in which the link
direction in the cell 10 is the same as the link direction in a
cell adjacent to the cell 10, to a UE 200 which is located in
the cell 10.

In step S715, the radio communication unit 110 commu-
nicates with the UE 200 using the allocated communication
resources.

5. Fourth Embodiment
5. 1. Overview

The third embodiment has been particularly described
with reference to an operation of an eNodeB in a cell
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adjacent to another cell. Next, a fourth embodiment of the
present disclosure will be particularly described with refer-
ence to an operation of an eNodeB in a small cell which
covers all or part of a macrocell. In the fourth embodiment,
communication resources in a sub-frame in which the link
direction in a small cell is different from the link direction
in a macrocell which covers all or part of the small cell, are
not allocated to a terminal device which is located in the
peripheral portion of the small cell, in the small cell. The
fourth embodiment will now be more specifically outlined
with reference to FIG. 22.

FIG. 22 is a diagram for outlining the fourth embodiment.
Referring to FIG. 22, a cell 10 which is a small cell, and a
macrocell 30 which covers all or part of the cell 10, are
shown. In the cell 10, the link direction (i.e., the TDD
configuration) is dynamically set for each sub-frame. On the
other hand, in the macrocell 30, the link direction (i.e., the
TDD configuration) may be dynamically, or alternatively
statically or quasi-statically, set for each sub-frame. As an
example, in some radio frame, in the cell 10, in each
frequency band, a TDD configuration corresponding to the
configuration 6 of FIG. 3 is set. Also, in the same radio
frame, in the macrocell 30, in each frequency band, a TDD
configuration corresponding to the configuration 0 of FIG. 3
is set. In this case, a sub-frame in which the link direction in
the cell 10 is different from the link direction in the mac-
rocell 30 is the sub-frame #9. Therefore, while interference
such as those shown in FIGS. 5 and 6 does not occur in the
sub-frames #0-#8, interference such as those shown in FIGS.
5 and 6 may occur in the sub-frame #9. Therefore, in this
embodiment, in the cell 10, while communication resources
in the sub-frames #0-8 are allocated to any UE 200, com-
munication resources in the sub-frame #9 are not allocated
to a UE 200 which is located in the peripheral portion of the
cell 10. Specifically, in the cell 10, communication resources
in the sub-frame #9 are allocated only to a UE 200 which is
located in the central portion of the cell 10.

By thus allocating communication resources, communi-
cation resources are allocated only to a UE 200 which is
located in the central portion of the cell 10, in the cell 10, in
a sub-frame of a radio frame in which the link direction is
different between the cell 10 which is a small cell and the
macrocell 30. Therefore, in the cell 10, transmission power
in the sub-frame can be reduced. As a result, in the sub-
frame, an uplink signal of the cell 10 does not substantially
interfere with a downlink signal of the macrocell 30, and a
downlink signal of the cell 10 does not substantially inter-
fere with an uplink signal of the macrocell 30. Specifically,
even in a sub-frame in which the link direction is different
between adjacent cells, interference of a small cell with a
macrocell, such as those shown in FIGS. 5 and 6, does not
substantially occur.

Moreover, the distance between a UE 200 which is
located in the central portion of the cell 10 which is a small
cell and an eNodeB 100-4 is smaller than the distance
between an eNodeB 31 and the eNodeB 100-4, and there-
fore, a downlink signal of the macrocell 30 does not sub-
stantially interfere with an uplink signal of the cell 10. Also,
the distance between a UE 200 which is located in the
central portion of the cell 10 and the eNodeB 100-4 is
smaller than the distance between that UE 200 and a UE 200
which communicates with the eNodeB 31, and therefore, an
uplink signal of the macrocell 30 does not substantially
interfere with a downlink signal of the cell 10. Specifically,
even in a sub-frame in which the link direction is different
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between adjacent cells, interference of a macrocell with a
small cell, such as those shown in FIGS. 5 and 6, does not
substantially occur.

Also, of course, even in a sub-frame of a radio frame in
which the link direction is the same between the cell 10 and
the macrocell 30, interference such as those shown in FIGS.
5 and 6 does not occur.

Therefore, in a radio communication system employing
TDD, by dynamically setting the link direction, interference
between adjacent cells can be reduced while improving
throughput.

5. 2. Configuration of eNodeB

An example configuration of the eNodeB 100-4 of the
fourth embodiment will be described with reference to FIG.
23. FIG. 23 is a block diagram showing an example con-
figuration of the eNodeB 100-4 of the fourth embodiment.
Referring to FIG. 23, the eNodeB 100-4 includes a radio
communication unit 110, a network communication unit
120, a storage unit 130, and a processing unit 170.

Here, the radio communication unit 110, the network
communication unit 120, and the storage unit 130 are not
different between the third embodiment and the fourth
embodiment. Also, even in the processing unit 170, the
terminal location measurement unit 141, the traffic rate
measurement unit 143, and the link direction setting unit 165
are not different between the third embodiment and the
fourth embodiment. Therefore, here, a resource control unit
177 and a power control unit 179 will be described.

(Resource Control Unit 177)

The resource control unit 177 controls allocation of
communication resources to a UE 200 based on the setting
of the link direction of a channel in which the link direction
can be dynamically set for each sub-frame, and the location
of the UE 200 in the cell 10. In particular, in this embodi-
ment, the resource control unit 177 does not allocate com-
munication resources in a sub-frame in which the link
direction in the cell 10 is different from the link direction in
a cell related to the cell 10, to a UE 200 which is located in
the peripheral portion of the cell 10. Here, the cell 10 is a
small cell, and the related cell is a macrocell which covers
all or part of the cell 10. For example, when the sub-frame
in which the link direction is different between the cell 10
and the macrocell 30 is the sub-frame #9, the resource
control unit 177 does not allocate communication resources
in the sub-frame #9 to a UE 200 which is located in the
peripheral portion of the cell 10. Specifically, the resource
control unit 177 allocates communication resources in the
sub-frame #9 only to a UE 200 which is located in the central
portion of the cell 10. Also, the resource control unit 167
allocates communication resources in the sub-frames #0-8 to
a UE 200 which is located in the peripheral portion of the
cell 10 and a UE 200 which is located in the central portion
of the cell 10.

Note that the resource control unit 177 is notified of the
link direction (i.e., the TDD configuration) in the macrocell
30 by the eNodeB 31 of the macrocell 30.

(Power Control Unit 179)

The power control unit 179 controls transmission power
in the cell 10. For example, the power control unit 179
reduces transmission power in the cell 10, in a sub-frame in
which the link direction in the cell 10 is different from the
link direction in the macrocell 30. More specifically, the
power control unit 179 allocates small transmission power to
downlink. Also, the power control unit 179 causes a UE 200
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which is located in the central portion of the cell 10 to
allocate small transmission power to uplink.

Note that the power control unit 179 may request the
eNodeB 31 of the macrocell 30 to reduce transmission
power in the macrocell 30 in a sub-frame in which the link
direction in the cell 10 is different from the link direction in
the macrocell 30. For example, the power control unit 179
notifies the eNodeB 31, through the network communication
unit 120, of a sub-frame in which the link direction in the
cell 10 is different from the link direction in the macrocell
30. By thus reducing transmission power in the macrocell
30, interference of a downlink signal of the macrocell 30
with an uplink signal of the cell 10, and interference of an
uplink signal of the macrocell 30 with a downlink signal of
the cell 10, can be further reduced.

5. 3. Flow of Process

Next, an example communication control process accord-
ing to the fourth embodiment will be described with refer-
ence to FIG. 24. FIG. 24 is a flowchart showing an example
schematic flow of the communication control process of the
fourth embodiment. Note that the communication control
process is a process in the eNodeB 100-4. Steps S701-S705
and S715 of the communication control process of the third
embodiment described with reference to FIG. 21 correspond
to steps S801-S805 and S815 of the communication control
process of the fourth embodiment, respectively. Therefore,
here, only steps S807, S811, and S813 will be described
which is the difference between the example communication
control process of the third embodiment described with
reference to FIG. 21 and the example communication con-
trol process of the fourth embodiment.

In step S807, the resource control unit 177 is notified of
the link direction (i.e., the TDD configuration) in the mac-
rocell 30 by the eNodeB 31 of the macrocell 30.

In step S811, the resource control unit 177 allocates
communication resources in a sub-frame in which the link
direction in the cell 10 is different from the link direction in
the macrocell 30 to a UE 200 which is not located in the
peripheral portion of the cell 10 (i.e., a UE 200 which is
located in the central portion of the cell 10). Also, in step
S813, the resource control unit 177 allocates communication
resources in a sub-frame in which the link direction in the
cell 10 is the same as the link direction in the macrocell 30
to a UE 200 which is located in the cell 10.

6. Summary

The eNodeB 100 of the embodiments of the present
disclosure have been described above with reference to
FIGS. 1-24. According to these embodiments, allocation of
communication resources to a UE 200 is controlled based on
the setting of the link direction of a channel in which the link
direction can be dynamically set for each sub-frame, and the
location of the UE 200 in the cell 10.

For example, as in the first embodiment and the second
embodiment, the link direction is dynamically set for each
sub-frame of the first frequency band, and the link direction
is set for each sub-frame of the second frequency band so
that the difference in link direction between the cell 10 and
a cell (an adjacent cell or a macrocell) related to the cell 10
is reduced. And, communication resources of the first fre-
quency band are not allocated to a UE 200 which is located
in the peripheral portion of the cell 10.

By thus setting the TDD configuration and allocating
communication resources, communication resources of a
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frequency band in which the link direction is dynamically
set are allocated only to a UE 200 which is allocated in the
central portion of the cell 10. Therefore, transmission power
of the communication resources can be reduced. As a result,
an uplink signal on the communication resources does not
substantially interfere with a downlink signal of a related
cell, and a downlink signal on the communication resources
does not substantially interfere with an uplink signal of a
related cell. Specifically, in a frequency band in which the
link direction is dynamically set, interference such as those
shown in FIGS. 4-6 does not substantially occur. Note that
only communication resources of a frequency band in which
the difference in link direction from a related cell is small are
allocated to a UE 200 which is located in the peripheral
portion of the cell 10. Of course, in the frequency band,
interference such as those shown in FIGS. 4-6 does not
substantially occur. Therefore, in a radio communication
system employing TDD, by dynamically setting the link
direction, interference between adjacent cells can be reduced
while improving throughput.

Also, for example, as in the third embodiment and the
fourth embodiment, communication resources in a sub-
frame in which the link direction in the cell 10 is different
from the link direction in a cell (an adjacent cell or a
macrocell) related to the cell 10 are not allocated to a UE 200
which is located in the peripheral portion of the cell 10.

By thus allocating communication resources, communi-
cation resources are allocated only to a UE 200 which is
allocated in the central portion of the cell 10, in a sub-frame
of a radio frame in which the link direction is different
between the cell 10 and a related cell. Therefore, in the cell
10, transmission power in the sub-frame can be reduced. As
a result, in the sub-frame, an uplink signal of the cell 10 does
not substantially interfere with a downlink signal of a related
cell, and a downlink signal of the cell 10 does not substan-
tially interfere with an uplink signal of a related cell.
Specifically, even in a sub-frame in which the link direction
is different between the cell 10 and a related cell, interfer-
ence such as those shown in FIGS. 4-6 does not substantially
occur. Also, of course, even in a sub-frame of a radio frame
in which the link direction is the same between adjacent
cells, interference such as those shown in FIGS. 4-6 does not
substantially occur. Therefore, in a radio communication
system employing TDD, by dynamically setting the link
direction, interference between adjacent cells can be reduced
while improving throughput.

The preferred embodiments of the present invention have
been described above with reference to the accompanying
drawings, whilst the present invention is not limited to the
above examples, of course. A person skilled in the art may
find various alterations and modifications within the scope
of the appended claims, and it should be understood that
they will naturally come under the technical scope of the
present invention.

Although, for example, in the above embodiments, the
assumed radio communication system is compliant with
LTE or LTE-Advanced, the present technology is not limited
to this example. For example, the assumed radio commu-
nication system may be a radio communication system
which is similar to LTE or LTE-Advanced, or may be a radio
communication system which is compliant with a standard
which is further developed from LTE or LTE-Advanced.

Also, although, in the above embodiments, a communi-
cation control device which performs a communication
control on a cell is an eNodeB of LTE or LTE-Advanced, the
present technology is not limited to this example. For
example, the communication control device may be a base
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station compliant with other communication standards, or
may be a device which is a part of the base station. Also, the
communication control device may be another device which
controls a base station.

Also, although, in the above embodiments, a terminal
device which communicates in a cell is a UE of LTE or
LTE-Advanced, the present technology is not limited to this
example. For example, the terminal device may be a termi-
nal device compliant with another communication standard.

Additionally, the present technology may also be config-
ured as below.

1

A communication control device including:

a radio communication unit which communicates with
one or more terminal devices in a cell over a channel in
which a link direction is allowed to be dynamically set for
each sub-frame which is a unit of time in radio communi-
cation; and

a control unit which controls allocation of communication
resources to the terminal device based on the setting of the
link direction of the channel and a location of the terminal
device in the cell.

@

The communication control device according to (1),
wherein

the channel includes at least a first frequency band and a
second frequency band,

the communication control device further includes a set-
ting unit which dynamically sets a link direction for each
sub-frame of the first frequency band, and sets a link
direction for each sub-frame of the second frequency band
so that a difference in link direction between the cell and a
cell related to the cell is reduced, and

the control unit does not allocate communication
resources of the first frequency band to a terminal device
which is located in a peripheral portion of the cell.
©))

The communication control device according to (2),
wherein

the related cell is a cell which is adjacent to the cell.
4)

The communication control device according to (3),
wherein

the cell is a macrocell which covers all or part of a small
cell, and

the setting unit causes a communication node in the small
cell to set a link direction for each sub-frame in the small cell
so that a difference in link direction between the cell and the
small cell is reduced.

)

The communication control device according to (4),
wherein

the setting unit, when the small cell is located in a
peripheral portion of the cell, causes the communication
node of the small cell to set the link direction of the second
frequency band in the small cell so that a difference in link
direction between the cell and the small cell is reduced.
(©6)

The communication control device according to (5),
wherein

the communication node, when the small cell is located in
a peripheral portion of the cell, dynamically sets a link
direction for each sub-frame of a frequency band which is
different from the second frequency band, and does not
allocate communication resources of the different frequency
band to a terminal device which is located in a peripheral
portion of the small cell.
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O

The communication control device according to any one
of (4) to (6), wherein

the setting unit, when the small cell is not located in a
peripheral portion of the cell, causes the communication
node in the small cell to set the link direction of the first
frequency band in the small cell so that a difference in link
direction between the cell and the small cell is reduced.
®

The communication control device according to (7),
wherein

the communication node, when the small cell is not
located in a peripheral portion of the cell, dynamically sets
a link direction for each sub-frame of a frequency band
which is different from the first frequency band, and does not
allocate communication resources of the different frequency
band to a terminal device which is located in a peripheral
portion of the small cell.
®

The communication control device according to any one
of (4) to (8), wherein

the setting unit notifies the communication node of the
link direction for each sub-frame of the first frequency band
or the link direction for each sub-frame of the second
frequency band which have been set by the setting unit, and
causes the communication node to set the link direction for
each sub-frame in the small cell.
(10)

The communication control device according to any one
of (4) to (9), wherein

the control unit reduces transmission power in the cell in
a sub-frame in which a link direction in the cell is different
from a link direction in the small cell.
(11)

The communication control device according to (2),
wherein

the cell is a small cell, and

the related cell is a macrocell which covers all or part of
the cell.
(12)

The communication control device according to (11),
wherein

in the related cell, communication resources of a fre-
quency band corresponding to a location of a terminal
device are allocated to the terminal device, and

the second frequency band is a frequency band which is
allocated to a terminal device which is located in a periph-
eral portion of the related cell when the cell is located in a
peripheral portion of the related cell, and a frequency band
which is allocated to a terminal device which is not located
in a peripheral portion of the related cell when the cell is not
located in a peripheral portion of the related cell.
(13)

The communication control device according to (11) or
(12), wherein

the control unit requests a communication node of the
related cell to reduce transmission power in the related cell
in a sub-frame in which the link direction of the second
frequency band in the cell is different from the link direction
of the second frequency band in the related cell.
(14

The communication control device according to any one
of (2) to (13), wherein

the setting unit statically or quasi-statically sets the link
direction for each sub-frame of the second frequency band.
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(13)

The communication control device according to any one
of (2) to (14), wherein

the first frequency band and the second frequency band
are each a component carrier.

(16)

The communication control device according to (1),
wherein

the control unit does not allocate communication
resources in a sub-frame in which a link direction in the cell
is different from a link direction in a cell related to the cell
to a terminal device which is located in a peripheral portion
of the cell.
a7

The communication control device according to (16),
wherein

the related cell is a cell which is adjacent to the cell.
(18)

The communication control device according to (16),
wherein

the cell is a small cell, and

the related cell is a macrocell which covers all or part of
the cell.

(19)

A communication control method including:

communicating with one or more terminal devices in a
cell over a channel in which a link direction is allowed to be
dynamically set for each sub-frame which is a unit of time
in radio communication; and

controlling allocation of communication resources to the
terminal device based on the setting of the link direction of
the channel and a location of the terminal device in the cell.
(20)

A terminal device including:

a radio communication unit which communicates with a
base station in a cell over a channel in which a link direction
is allowed to be dynamically set for each sub-frame which
is a unit of time in radio communication,

wherein the radio communication unit communicates
with the base station according to allocation of communi-
cation resources to the terminal device itself by the base
station based on the setting of the link direction of the
channel and a location of the terminal device itself in the
cell.
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The invention claimed is:

1. A communication control device comprising:

circuitry configured to:

communicate with one or more terminal devices over a
channel in which a link direction can be changed for
individual sub-frames, wherein a sub-frame is a unit
of time in radio communication; and

control transmission power of individual sub-frames
based on sub-frame type,

wherein the channel includes at least a first frequency

band and a second frequency band, the first frequency
band and the second frequency band are aggregated to
be used for carrier aggregation, and the circuitry is
configured to set a first link direction for individual
sub-frames of the first frequency band to be at least
partially different from a second link direction for
individual sub-frames of the second frequency band.

2. A terminal device comprising:

circuitry configured to:

communicate with a communication control device in
a cell over a channel in which a link direction can be
changed for individual sub-frames, wherein a sub-
frame is a unit of time in radio communication,
wherein transmission power of individual sub-frames is
controlled based on sub-frame type, and

wherein the channel includes at least a first frequency

band and a second frequency band, the first frequency
band and the second frequency band are aggregated to
be used for carrier aggregation, and the circuitry is
configured to set a first link direction for individual
sub-frames of the first frequency band to be at least
partially different from a second link direction for
individual sub-frames of the second frequency band.

3. The terminal device of claim 2, wherein the link
direction for the individual sub-frames can be changed to a
downlink direction.

4. The terminal device of claim 2, wherein one or more
second sub-frames have a link direction fixed in a downlink
direction.

5. The terminal device of claim 2, wherein the transmis-
sion power is controlled to reduce interference of downlink
and uplink signals in different cells.

6. The terminal device of claim 2, wherein the transmis-
sion power is different in sub-frames of different types.
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7. The terminal device of claim 2, wherein the cell is a first
cell, and wherein the link direction is changed based on a
third link direction of a sub-frame in a second cell.

8. The terminal device of claim 7, wherein the second cell
neighbors or overlaps with the first cell.

9. The terminal device of claim 2, wherein the circuitry is
configured to communicate with the communication control
device using time-division duplexing in which the sub-frame
is a unit of time in the time-division duplexing.

10. The terminal device of claim 2, wherein the second
link direction is set to reduce a difference between link
directions of sub-frames of the cell and a second cell.

11. The communication control device of claim 1,
wherein the link direction for the individual sub-frames can
be changed to a downlink direction, and the circuitry is
configured to communicate with one or more terminal
devices using one or more second sub-frames having a link
direction fixed in a downlink direction.

12. The communication control device of claim 1,
wherein the circuitry is configured to control the transmis-
sion power to reduce interference of downlink and uplink
signals in different cells.

13. The communication control device of claim 1,
wherein the circuitry is configured to control the transmis-
sion power to be different in sub-frames of different types.

14. The communication control device of claim 1,
wherein the cell is a first cell, and wherein the circuitry is
configured to change the link direction based on a third link
direction of a sub-frame in a second cell.

15. The communication control device of claim 1,
wherein the circuitry is configured to communicate with one
or more terminal devices using time-division duplexing in
which the sub-frame is a unit of time in the time-division
duplexing.

16. The communication control device of claim 1,
wherein the circuitry is configured to set the second link
direction to reduce a difference between link directions of
sub-frames of the cell and a second cell.

17. The communication control device of claim 1,
wherein the cell is a first cell and the circuitry is configured
to request a communication node of a second cell to reduce
transmission power in a sub-frame in which a third link
direction of the second cell is different from the link direc-
tion of the first cell.



